
ALUMINIUM OXIDE 

PRODUCT DATA SHEET

1 HIGH PURITY ALUMINA

2 SPHERICAL ALUMINA 

Copyright 2019, Zipro Technology Corporation.

All rights reserved. Copying and/or downloading of this information for the purpose of properly utilizing Zipro Technology products is

allowed provided that: (1) the information is copied in full with no changes unless prior written agreement is obtained from Zipro

Technology, and (2) neither the copy nor the original is resold or otherwise distributed with the intention of earning a profit thereon.

Compilation: July 2023

3 SPRAY-DRIED ALUMINA 

Components ZP-AL-5D0 ZP-AL-7D0 ZP-AL-100D0

Al2O3                         wt% 99.99 min. 99.99 min. 99.99 min.

Si                              ppm 10 max. 22 max. 3 max.

Na                             ppm 5 max. 6 max. 3 max.

Fe                             ppm 5 max. 10 max. 2 max.

Mg                            ppm 9 max. 9 max. 2 max.

Particle Size  D50          µm 6 max. 6 - 8 100-130

BET                           m
2
/g 1 -2 2 - 4 4 - 7

Components ZNA1450W ZNA1300W ZNA1100W ZNA1050W ZNA1020W

Al2O3                         wt% 99.3 min. 99.3 min. 99.9 min. 99.9 min. 99.9 min.

Cl
-
                             ppm 2.32 2.17 1.1 1.2 1.4

Na
+
                           ppm 1.74 1.94 5 5 3.3

pH 6.44 6.84 7.4 7.2 7.2

Particle Size D10           µm 28.85 7.07 4.8 2.2 1.06

Particle Size D50           µm 47.58 29.32 9.8 6.5 2.83

Particle Size D90           µm 73.48 64.13 21.5 14.4 5.52

Electrical Conductivity  µS/cm 6.1 6.1 7.3 5.3 5.6

Moisture Content            % 0.05 0.05 -- -- --

Components ZP-AL-95 ZP-AL-99

Al2O3                          wt% 95 min. 99 min. 

Fe2O3                         wt% 0.05 max. 0.05 max.

Na2O                         wt% 0.25 max. 0.1 max.

Particle Size              mesh 40 - 300 30 - 400

Moisture Content            % 0.5 max. 0.5 max.

Stacking Density       g/cm
3 1.05 - 1.15 1.05 - 1.15

Sintering Density       g/cm
3 3.65 min. 3.8 min.

Average Shrinkage         % 16 - 18 19 - 21

Sintering Temperature   °C 1700 1700
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Components ZP-AL-CAL

ɑ-Al2O3                      wt% 95/97 min.

Al2O3                          wt% 99.5 min.

SiO2                           wt% 0.06 max.

Fe2O3                        wt% 0.02 max.

Na2O                         wt% 0.3 max.

Particle Size D50           µm 6

5 OTHER INFORMATION
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Origin:

HS Code:

Packaging:

China

281820

25 kgs Drums, 1 MT bags
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